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DECORATIVE STREET TREES —

DECORATIVE LIGHT POLES
(SEE STREETSCAPING PLAN FOR DETAILS) —

(SEE LIGHTING PLANS FOR DETAILS)

4:1 TYP. & VARIES
(IN CUT OR FILL)

4" TOPSOIL, FERTILIZER, —/

SEED & MULCH

41 TYP. & VARIES
/ (IN CUT OR FILL)
\— 4” TOPSOIL, FERTILIZER,

SEED & MULCH

2.0% TYP. 2.0% e,
S vaRES | & vars|

5" CONCRETE SIDEWALK
5" CONCRETE SIDEWALK

4” AGGREGATE BASE COURSE

1%+ CRUSHED LIMESTONE T.B.

STATE GRADATION #1 4" AGGREGATE BASE COURSE

» CRUSHED LIMESTONE T.B.
STATE GRADATION #1

4” TOPSOIL, FERTILIZER,
SEED & MULCH

55" BITUMINOUS CONCRETE PAVEMENT 8" BASE — CONSISTING OF
W/TACK COAT BETWEEN LIFTS 4” OF ¥ CRUSHED LIMESTONE T.B.
2-1" SURFACE COURSE LIFT (9.5MM, E—1) STATE GRADATION #2 OVER
3” BINDER COURSE LIFT (19.0MM, E—1) 4” OF 14" CRUSHED LIMESTONE T.B.
STATE GRADATION #1

4" TOPSOIL, FERTILIZER,
SEED & MULCH

30" VERTICAL FACE
CONCRETE CURB & GUTTER
30" VERTICAL FACE
CONCRETE CURB & GUTTER

PROPOSED PIONEER DRIVE URBAN TYPICAL SECTION
(HORN PARK DRIVE TO 230+ SOUTH OF JANESVILLE ROAD)






