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ADS Emerald Park Landfill Audit Summary 
 

TO: ADS Emerald Park Landfill Standing Committee, City of Muskego 

FROM: Jo-Walter Spear, Jr., P.E. 

COPIES: File 

DATE: 09/13/2013 

PROJECT NUMBER: 1012.10030 

Attached is the audit report for activities at the ADS Emerald Park Landfill for the week of 
September 9, 2013.  The audit was performed at 11:05 pm on September 13, 2013 by Jo Spear, 
Jr. in the presence of David Geier. 

 

The following conditions were noted during this Audit of the VEPL Facility: 

 Working face now over old access road to Phases 6 & 7  

 Road surface being removed prior to waste placement 

 No other working face 

 Sand and landfill soils used for cover 

 Autofluff supply low 

 One compactor &  2 Dozers in use during audit 

 Leachate discharging to MMSD 

 Vegetation looking good 

 One flare and one blower in operation; one shutdown since last audit 

 Gas building struck by lightning on 9/8 

 Lightning damaged systems  

 Back-up flare was lit 

 Regular flare returned to operation on 9/13  

 One storm event since last audit estimated >.5” 

 Basins mostly dry 

 Slopes & erosion repair sites showing vegetative growth 

 Gas odor at South end of Phases 5 & 6 

 Garbage odors at working face 

 Liquid loads periodic 

 Minimal litter on site 

 One picker operating residential drop-off 

 US 45 & 8 Mile Road clean; site roads dusty 
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 Tipping scale camera in use; 3 equipment operators; no spotters 

 Random load inspection on 9/11/13 

 Approximately 1,600 TPD 

 MSW only coming in 

 Residential drop-off clean; e-waste container present 

 Metal volumes up 

 All identified rils repaired and seeded with exception of those in Phase 6 where flume is to 
be installed 

 Additional seeding needed at ditch lines 

   

 

 Construction audit 

 Excavations are into all gray clays 

 Anticipating construction of gradient layer in two weeks 

 3 Dozers, 2 Excavators,   and 5 Haul Trucks working   

 No quality control or quality assurance, yet 

 Some sandy or brown material among gray clays in stock pile 

 No seams apparent in excavation area. 
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